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(7] 80 100 | 110 | 115|120 | 125 | 130 140 150
C 133 154 1 163|168 | 173 | 178 | 183 193 203
D 264 273|278 | 281 | 284 | 286 | 288 294 298
E 253 274 | 283 | 288 | 293 | 298 | 303 313 323
n
kg 0,78 0,82|0,85/0,86(0,87|0,88|0,89 0,91 0,93
(160 180 200 225 250 300
C| 213 233 253 278 303 353
D | 304 314 323 336 348 374
E | 333 353 373 398 423 473
n
kg|0,96 1,01 1,06 1,11 1,17 1,28
(7] 350 400 450 500 550 600 650 700 750
C 403 453 503 553 603 653 703 753 803
D 398 423 448 473 498 524 548 573 598
E 523 573 623 673 723 773 823 873 923
n 4 12
kg 141 183 | [1es]  [177| | 191 | [203] [215] [228] [246
DIN ISO 13920 Tolerances B - % scale
jeremias |-
A2 mm / kg CHIMNEY SYSTEMS format
date name | Deckenblende fur Hinterliftung Ad
drawnby | 17.03.2021 TRA zweiteilig, 0° sheet
ohocked by passend fir Isolierstarke 25mm 1 of 1
approved by code DWECO74HL
modified by | 14.11.2025 AST drawing-ro. 6‘@




