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CHIMNEY SYSTEM

H

H1

L

max. 2 m
max. 1 Elbow

DATA FORM
FURADO-F-LAS

Diameter calculation Offer

Customer number: Contact person: Phone:
Delivery address: Date, Signature/Stamp

Desired delivery 
date:    Pick-up:

HEAT GENERATOR

Fuel type: Solid fuels - (wood, coal, pellets) 

Manufacturer:  Type:

Nominal heat output:   kW Mass flow:  g/s

Exhaust gas temperature:    °C Flue outlet Ø:  mm

Required delivery pressure:  Pa

CONNECTION PIPE

Material: Extended length: m

Effective height: m Offset: x Elbow °

Diameter: mm 

H: Total height: m With offset Second inspection

H1:Effective height:  m 2x Elbow 15° Rain cap

Provided Ø:  2x Elbow 30° Closed condensate collector

L: Length above roof: 2x Elbow 45° Condensate collector

The offset should be supported on site

CLADDING

Plaster

Brick Colour:

Painted RAL:

LENGTH ABOVE THE ROOF

DW-FU

DW-ECO 2.0

Slope °

Shaft 


	Typ 32: 
	Typ 36: 
	Typ 37: 
	Typ 39: 
	Typ 60: 
	Typ 40: 
	Typ 59: 
	Kontrollkästchen 19: Off
	Kontrollkästchen 20: Off
	Kontrollkästchen 21: Off
	Typ 41: 
	Typ 42: 
	Typ 13: 
	Typ 14: 
	Typ 18: 
	Typ 33: 
	Typ 58: 
	Typ 15: 
	Typ 19: 
	Typ 20: 
	Typ 21: 
	Typ 22: 
	Typ 43: 
	Typ 24: 
	Typ 16: 
	Kontrollkästchen 44: Off
	Kontrollkästchen 45: Off
	Kontrollkästchen 46: Off
	Kontrollkästchen 47: Off
	Kontrollkästchen 48: Off
	Kontrollkästchen 49: Off
	Kontrollkästchen 50: Off
	Kontrollkästchen 51: Off
	Typ 25: 
	Typ 26: 
	Typ 27: 
	Typ 28: 
	Kontrollkästchen 52: Off
	Kontrollkästchen 53: Off
	Kontrollkästchen 54: Off
	Typ 29: 
	Typ 30: 
	Kontrollkästchen 55: Off
	Kontrollkästchen 56: Off
	Kontrollkästchen 57: Off
	Typ 31: 


