
www.jeremias-group.com

DATA FORM 
PROJECTS

5. TECHNICAL DATA „FIREPLACE“

Full load: Partial load:

Nominal heat output: kW Nominal heat output: kW

CO² content: % CO² content: % 

Mass flow: g / s Mass flow: g / s

Exhaust gas temperature*: ° C Exhaust gas temperature: ° C

Necessary delivery pressure*: Pa Necessary delivery pressure: Pa

Blower support Backflow preventer available

Heat exchanger Damper required

2. TYPE OF FUEL

Gas Oil

Solid fuel (wood/coal/pellets) Biomass

1. HEAT GENERATOR

Brand: Nominal Heat Output:

Flue outlet-Ø:

Customer:

Project:

Installation site (PIN):

3. MODE OF OPERATION

Fan Condensing Atmospheric

Low pressure Over pressure

Room air dependent	 Room air independent

Dry operation Wet operation mode

4. DIAMETER

Diameter calculation Jeremias Diameter specification by customer

(please fill point 5 completely) (please fill the *-boxed of point 5)

6. CONNECTION PIPE

System: Effective height: mm Offset: pcs. °

Diameter: mm Extended length: mm pcs. °

Boiler connection:

Inner-Ø: mm Plugging-in Plugging-over

Outer-Ø: mm With Jeremias standard flange

With flange -> Please fill in data sheet „Flange“ (pos. 13)
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Further data about the vertical exhaust system

Effective height: mm

Offset: pcs. °

Intermediate length offset: m

7. VERTICAL EXHAUST SYSTEM
System:

DW-Chimney

Relining of existing shaft Inside Area

Diameter: Outside Area

Material:

Lying outside:

Inside in cold area:

Insulation Insulation

20mm insulation shell Standard

25mm insulation shell 50mm insulation

ceramic insulation 

Others:

Surface Outer Pipe

Standard

Surface:

Surface „power coated“ - RAL: 

Wall thickness (inner pipe)

Standard

0,6 mm

0,8 mm

1,0 mm

Others: (mm) Chimney entry / Tee:

90°

87°

60°

45°

Plannes diameter (mm):

8. DESIGN AND PLANNING
Only connection pipe Only vertical system Complete system

Connection pipe for freestanding Chimney Silencer

Construction (components) according to offer

Including: 

Drawing Statics for:

If you have DXF / DWG files of the planned exhaust system, please share them with us. 

Provided by the customer:

Hand sketch (attached) DXF/DWG-files (attached) Steo-files (attached)

Required information for commissioned statics:

Wall thichness: mm

Wall construction (Material: e.g. concrete):

Freestanding height (exhaust pipe):  m over the last bracket
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9. DELIVERY ADDRESS /-DATE

Name / Company :

Contact person for the project:

(If different from the contact person at construction site, see „Logistics“)

Address:

ZIP / City:	

Country:

Additional:

Desired / planned delivery date:

In the case of systems incl. drawings/statics, the delivery date is only confirmed once the plan has been approved.

10. LOGISTICS
Contact person at construction site: Mobile number:

(must be present at the time of delivery)

Unloading possibillities at construction site:

Fork lift available on site  Crane available on site Lifting platform (truck)

Packing / Loading:

Loose loading Palletised  Sea freight packaging

Others:.

Delivery to construction site:

Delivery possible only at certain 40-tonnes possible

        times:

11. REMARKS 

_________________________________________________________________________________________

_________________________________________________________________________________________

_________________________________________________________________________________________

_________________________________________________________________________________________

_________________________________________________________________________________________

_________________________________________________________________________________________

_________________________________________________________________________________________

_________________________________________________________________________________________

_________________________________________________________________________________________
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12. SKETCH 		       



www.jeremias-group.com

n x Ø F

Pitch circle of holes (LK)

Outer diameter (D)

Inner diameter (C)

Material thickness (t)

Number of holes (n)

Holes diameter (B)

Material                        Aluminium                                                             Stainless steel  

13. DATA SHEET „FLANGE“  

        

Flange from customer Welded-on Rotating
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