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INSTALLING INSTRUCTIONS   

 
System EW-ALBI 
 

Certification 0036 CPR 9174 012 according to DIN 1856-1  
 

(For further information see Declaration of Performance of system EW-ALBI) 
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 SYSTEM OVERVIEW 
 
Model 0.1: 

Exhaust gas system for all oil and gas firing installations in negative and positive pressure for dry 
and wet operation mode.  
Possible fields of application: oil- and gas boilers, condensing furnace, ventilating systems in 
positive pressure, CHP, spare current source, etc.  
The proof that the temperature of the interior wall of the system’s upper end is above the water 
vapor dew point temperature of the exhaust gas at a constant temperature can be abandoned. 
Exhaust gas system with EPDM-gasket. 
Classification acc. to EN 1856-1: 
Exhaust gas system EN 1856-1  T120 - P1 - W - V2 - L50060 – O00 

 
Model 0.2: 
Exhaust gas system for all conventional firing installations in negative pressure for dry and wet 
operation mode.  
Possible fields of application: oil- and gas boilers, etc. 
The proof that the temperature of the interior wall of the system’s upper end is above the water 
vapor dew point temperature of the exhaust gas at a constant temperature can be abandoned. 
Exhaust gas system with EPDM-gasket. For operation mode in negative pressure a gasket is not 
necessary.   
Classification acc. to EN 1856-1: 
Exhaust gas system EN 1856-1  T120 - N1 - W - V2 - L50060 - O00 

 
Model 0.3: 
Exhaust gas system for all oil and gas firing installations in negative and positive pressure for dry 
and wet operation mode.  
Possible fields of application: oil- and gas boilers, condensing furnace, ventilating systems in 
positive pressure, CHP, spare current source, etc.  
The proof that the temperature of the interior wall of the system’s upper end is above the water 
vapor dew point temperature of the exhaust gas at a constant temperature can be abandoned. 
Exhaust gas system with Silicone-gasket. 
Classification acc. to EN 1856-1: 
Exhaust gas system EN 1856-1  T200 - P1 - W - V2 - L50060 – O00 

 
Model 0.4: 

Exhaust gas system for all conventional firing installations in negative pressure for dry and wet 
operation mode.  
Possible fields of application: oil- and gas boilers, etc. 
The proof that the temperature of the interior wall of the system’s upper end is above the water 
vapor dew point temperature of the exhaust gas at a constant temperature can be abandoned. 
Exhaust gas system with Silicone-gasket. For operation mode in negative pressure a gasket is 
not necessary.   
Classification acc. to EN 1856-1: 
Exhaust gas system EN 1856-1  T200 - N1 - W - V2 - L50060 - O00 
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 MOUNTING AND REGULATIONS 
 

The installing has to be performed professionally according to the installing instructions 

respectively according to the valid national regulations. 

In Germany in particular DIN V 18160-1, as well as the applicable rules of regional building 

(LBauO), firing regulations (FeuVO), relevant DIN standards and all other building- and safety 

regulations. 

The required cross section has to be determined according to DIN EN 13384 and has to be 

rechecked by the executing specialist firm. 

Before the installation the design of the system has to be clarified with the concerned district 

chimney sweeper.  
 

 MOUNTING HEIGHTS 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 MINIMUM DISTANCE TO COMBUSTIBLE MATERIALS in the vertical part 

 

When used as exhaust gas line (oil, gas) for positive pressure (up to 200 Pa) a minimum 

distance to combustible materials of 0 mm (T200) is valid. 

When used as exhaust gas line (oil, gas) for negative pressure a minimum distance to 

combustible materials of 0 mm (T200) is valid. 

For wall ducts the local resp. national regulations apply, you can also use the Jeremias 

certificated wall-, ceiling-, roof duct LUX-ECO and LUX-NOVA. These wall ducts are only 

approved in Germany, Austria and Switzerland. 

 

 Measure A, mounting heights above pipe 
tee in m 

Nominal diameter             
in mm: 

Wall thickness in mm 

 0,6 0,8 1 

80 92 109 134 

100 85 102 121 

115 79 97 111 

120 77 96 107 

130 74 92 101 

140 70 89 94 

150 66 86 87 

160 63 82 81 

180 55 76 67 

200 48 69 54 

250 38 56 46 

300 27 42 37 

350 25 39 34 

400 23 35 31 

450 21 32 28 

500 19 29 25 

550 17 25 22 

600 15 22 19 
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Tabel 1: Mounting heights Figure 1: Mounting heights 
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 INSTALLATION OF THE FLUE SYSTEM 
 
CONSTRUCTION OF PIPES 

All components have to be mounted in a way, that the nozzle of the inner pipe is above or rather 

in flow direction of the exhaust gas. The components of the Jeremias exhaust system EW-ALBI 

are sealed by inserting the special three-lip-gasket (Silicone-gasket). This ensures a tightness of 

up to 200 Pa at an operational temperature up to 200°C. 

By inserting the two-lip-gasket (EPDM-gasket) a tightness of up to 200 Pa at an operational 

temperature up to 120°C is ensured. 
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0.1 T120 P1 W V2-L50060 O00 (=0 mm)   Ø60 -  600 Oil & gas firing installations for wet 

and dry operation mode 

0.2 T120 N1 W V2-L50060 O00 (=0 mm)   Ø60 -  600 Oil & gas firing installations for wet 

and dry operation mode 

0.3 T200 P1 W V2-L50060 O00 (=0 mm)   Ø60 -  600 Oil & gas firing installations for wet 

and dry operation mode 

0.4 T200 N1 W V2-L50060 O00 (=0 mm)   Ø60 -  600 Oil & gas firing installations for wet 

and dry operation mode 

e.g. brick chimney 

e.g. wood 

Stainless steel tube 

distance dimension xx see Table 2 

Figure 2 
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Table 2: Distance to combustible materials 
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CONNECTION OF THE ELEMENTS 

Before plugging the length elements or moulded parts together the special three-lip gasket or 

two-lip gasket is inserted into the preformed bead on the female side. 

Make sure that the three-lip gasket is inserted into the bead on female side as shown in the 

drawing (see Figure 3). 

In order to ensure a smooth sliding of the tubes, the lubricant must be applied thinly in the bead 

on the male side. 

If an inclined run or a horizontal installation for the exhaust system is planned, especially for 

pulsating exhaust gas flow (e.g. motors), each element joint must be secured by means of a 

locking band. 

If the 87° bend forms the sole of the vertical exhaust system, which is usually the case when 

using „in overpressure“ (e.g. for condensing boilers), then the 87° bend with support leg should 

be installed. 

CLEAN-OUT ELEMENT 

The position of the cleaning and inspection openings must comply with DIN V 18160 Part 1 or 

other applicable regulations and should be discussed with the competent authorized district 

chimney sweeper during the planning phase (in Germany). 

Figure 3:  
Straight pipe element 

Three-lip-gasket 
(Silicone-gasket) 

Bead female side 

Bead male side 
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MEASURE OPENING 

The position of the measure opening must comply with DIN V 18160 Part 1 or other applicable 

regulations and should be discussed with the competent authorized district chimney sweeper 

during the planning phase (in Germany). 

 

INSTALLATION OF THE TUBULAR COLUMN 

Starting from the chimney orifice, the length element is firstly connected with the lowering cable 

using loops. The length elements are always installed with the wider tube ends pointing 

upwards. Lower length elements to over the chimney orifice and install the next element. 

Mounting clips are to be attached to the length elements every 3 m. Additional mounting clips 

must be planned for every moulded component. For this, the lugs are bent upwards to suit the 

necessary inner dimension of the flue. After lowering the complete tubular column, the 

previously assembled connection component is attached to the tubular column. 

 

INSTALLING INTERMEDIATE CLEANING 

An inspection element is to be installed if inspection of the line and flue is necessary in the attic. 

  

GRINDED CHIMNEYS (Inclined run) 

In the case of inclined flues / chimneys, the inspection elements and the intermediate pieces 

(note linear expansion) must comply with state regulations. 

Note:  

Please not that during higher exhaust gas temperatures and / or longer lenghts before an 

inclined run appropriate actions have to be taken to compensate the thermal elongation. 

 
AIR INLET GRID (for rear ventilation) 

In order to ensure a sufficient ventilation of the shaft, an air inlet grid (free minimum cross 

section = required ventilation cross section) in the installation room of the fireplace is to be 

installed in the shaft. 

 

INSTALLATION OF THE CHIMNEY TOP COVER 

The chimney top cover must be so designed that the exhaust air is guided via the extended 

inner pipe and the flue is ventilated between the inner pipe and inner wall of the flue.  

The top cover is plugged onto the chimney top. The top cover must be permanently protected 

from moisture penetration. 

The storm collar must be placed 30 mm/ minimum ring gap width above the outlet connection 

in order to ensure rear ventilation. 
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END CAP 

The end cap of an exhaust gas pipe must not be provided with a cover while operating in 

positive pressure under any circumstances. 

 

PRESSURE TEST 

It is advisable to perform a pressure test as per the guidelines before sealing the flue (when 

operating with positive pressure). Arrange this pressure test with the competent authorized 

district chimney sweeper as this test is part of the acceptance procedure. 

As per DIN EN 1856 Part 1, the leak rate must not exceed 0,006l / (m2s) (corresponds to P1) at a 

test pressure of 200 Pa.  

 

CONCLUDING INSTRUCTIONS 

All openings in the shaft outside the installation room (except for the air inlet opening) must be 

sealed in accordance with the building material requirements. Pay attention and ensure that no 

residues of mortar lead to a reduction of the cross section in the shaft. The Jeremias exhaust gas 

system EW-ALBI must be installed according to the supplied label in the area of the exhaust gas 

inlet. 

 

CONNECTING PIPE 

The connecting pipe must be installed with a slope of at least 3 degrees to the boiler in order to 

optimally dissipate any condensate that may accumulate. If no condensate is allowed to enter 

the boiler, an element with condensate drain and siphon must be installed after the boiler 

connection. 

 

CLEANING AND INSPECTION 

Chimneys and flue pipes must be cleaned in accordance with local regulations regularly, at least 

once a year and the combustion residues (soot deposits) should be removed. Also the safe 

usability and free cross-section must be checked. 

Cleaning and inspection work must be carried out with appropriate sweeping tools that are 

suitable for stainless steel exhaust systems. As a rule, these are made of stainless steel or plastic. 

 

FINAL NOTES 

The exhaust gas system EW-ALBI was developed and tested for gas leaks, corrosion resistance 

and secure installation. Therefore, only original parts of the system Jeremias EW-ALBI must be 

used. In addition the manufacturer’s specifications and installation instructions have to be met. 

Technical changes are reserved! 
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 LABELING AFTER INSTALLATION 
 

The installed exhaust gas system has to be fitted depending on the application with the 
following nameplate: 
 

 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 
Opfenrieder Str. 11-14  ·  91717 Wassertrüdingen 
Tel.: 09832 68 68 50  ·  Fax: 09832 68 68 68 
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Figure 4: System label EW-ALBI 
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