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INSTALLING INSTRUCTION FOR ShaftSEALING 
 
 

 

First fix the corner seal with a 

strip of Sellotape on the 

construction part to be sealed. 

Remove  the  protective  film  on  
the top left side from the 
adhesive tape.

Press   the   adhesive   tape   flat  
against the construction part.

 

   
 

Remove  the  protective  film  on  

the top right side from the 

adhesive tape. Press   the   adhesive   

tape   flat against the construction 

part.. 

Press  the  adhesive  surface  with 

a  tool,  e.g.  Squeegee  onto  the 

construction part and refinish. 

Remove the protective film on 

the lower left side. Press   the   

adhesive   tape   flat against the 

clean and fat-free construction 

part. 

 

   
 

Press  the  adhesive  surface  

with a  tool,  e.g.  Squeegee  

onto  the construction part and 

refinish. 

Remove the protective film on 

the lower right side. Press   the   

adhesive   tape   flat against the 

clean and fat-free construction 

part. 

Press  the  adhesive  surface  with 

a  tool,  e.g.  Squeegee  onto  the 

construction part and refinish. 
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Stick the connecting tape onto the 

roof tile surface between the corner 

seals. Thoroughly press the 

connecting tape to the roof tile 

surface with your thumb. 
 

 

The connecting tapes must 
overlap the ShaftSEALING 
collars by at least 5 cm and also 
the construction part. 

Press  the  adhesive  surface  with  
a  tool,  e.g.  Squeegee onto  the 
construction part and refinish.

 

   

The connecting tape must be   

installed on all four sides  

according to the same principle.  

Please pay particular attention to 

the roof slope and the required 

overlap of at least 5 cm. 

Carefully   check   all   transitions  

between  ShaftSEALING  collars  

and connecting  tapes  at  the  

marked points. 

TIGHT! 

TIGHT! 


