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WINKELECK TAPE

Remove the protective film on 
the top from the adhesive tape.

Press the adhesive tape flat 
against the construction part.

Press the adhesive surface on 
the component with a tool e.g. 
squeegee and rework.

Remove the first part of the 
below lying protective foil of the 
adhesive tape.

Press the adhesive surface with 
a tool, e.g. Squeegee onto the 
component.

Remove the first second of the 
below lying protective foil of the 
adhesive tape.

Press the adhesive surface on 
the component with a tool e.g. 
squeegee and rework.

All four WinkelECK cuffs must be 
attached according to the same 
principle. Please pay particular 
attention to the roof inclination.

Remove the short side of 
protective film of the connection 
tape.
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The adhesive collar must be 
overlapped at least 3 cm at the 
WinkelECK cuff and attached to 
the component.

Press the adhesive surface on 
the component with a tool e.g. 
squeegee and rework.

Remove the middle part of the 
protective foil of the adhesive 
tape.

Press the central adhesive surface 
of the adhesive tape, with help of 
a Squeegee. (Overlap of at least 
3 cm must be observed!)

Remove the lower part of the 
protective foil of the connection 
tape.

Press the adhesive surface after 
wards with a tool e.g. squeegee 
and rework.

The connecting strip must 
be installed on all four sides 
according to the same principle. 
Please pay particular attention to 
the roof inclination and required 
overlap of at least 3 cm.

Carefully check all transitions 
between WinkelECK cuffs and 
connecting bands at the shown 
points.

TIGHT!
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