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Chimney cowl Hurrican HC 15-20-24-30 

APPLICATION 
             

All exhaust air and exhaust gas systems and chimneys 

with a maximum exhaust gas temperature of 600°C.      

In case of doubt, ask your chimney sweep, chimney 

builder, roofer or ventilation engineer. 

 

 INSTALLATION 
 

 The installation should be done by a specialist. Consult 
your chimney sweep, chimney builder or roofer! 

 
 

OPERATION 

Please note the operating instructions of your heating appliance. Due to improper operation in 
fireplace stoves, flue gas temperatures of more than 400°C can be reached quickly even if the 
temperature specified by the manufacturer is lower! After the start-up phase, make sure that you 
close the primary air as far as possible when using firewood, ideally close completely! This 
ensures clean combustion with low exhaust gas temperature! Use only approved fuels! The 
firewood must not exceed a wood moisture of about 20%!  In case of stormy or gusty wind, there 
might come storm noise briefly. 

  ATTENTION! 
  Do not damage fins! 

Fins are sharp-edged! 
Do not lay on the fins! 

      It is necessary to remove the transport bracket after installation! 
      Never put lubricants in the storage, this will destroy them! 

 

The wind-driven cowl Hurrican HT are precision devices. Fins must not be bent. The assembly 
may only be carried out by a specialist, the exhaust-air or exhaust gas-carrying pipe must be 
secured and firmly mounted and withstand gale-force gusts. 
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 MAINTENANCE 

If necessary, but at least once a year, inspect fins and axle and clean if necessary. In case of 
stronger plant-related accumulation of dirt, a more frequent cleaning is advisable. This 
maintenance can be taken over by your chimney sweep master. The cleaning intervals and the 
associated extra effort should be agreed with the competent district chimney sweep master. 

 WARRANTY 

2 years from the date of purchase only with proper and professional installation and operation 
under normal environmental conditions and proper use, regular maintenance and only the use of 
approved fuels. 
 
No warranty or liability shall be accepted for standstill or noise development of the rotor due to 
contamination, overheating (exhaust gas temperature above 600 ° C), the use of unauthorized 
fuels, the introduction of lubricants, mechanical changes or damage and any consequential 
damage.  
  
 
All rights are owned by Jeremias GmbH, Wassertrüdingen 
Subject to technical changes. 
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