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INSTALLING INSTRUCTIONS  
 

2-POINT BRACING FOR 
DOUBLE WALL CHIMNEY SYSTEMS 

UP TO ØA 465 MM 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. GENERAL NOTES 

The installation has to be carried out professionally 

according to the relevant building authority 

approval/general type approval or declaration of 

performance, the installation instructions or the applicable 

national regulations.  

In Germany, in particular DIN V 18160-1 and the applicable 

LBauO (State Building Code), FeuVo (Firing Ordinance), 

the relevant DIN standards and all other building and safety 

regulations apply. 

 

Attention:  Before installation, the execution of the 

system must be clarified with the 

responsible authorized district chimney 

sweep.  

 The suitability and safe usability of the 

exhaust system must be certified by the 

authorized district chimney sweep before 

commissioning! 

Note:  When using tools, dangers can occur for 

the user. For this reason, the relevant 

operating instructions and accident 

prevention regulations have to be 

followed and the necessary protective 

equipment has to be used! 
 

 
 

 

2. FEATURES 

Our 2-point bracing systems facilitate the elevation of 

double-walled stainless steel flue gas systems up to 5.5m in 

all wind load zones from the last static fixing. 

The uncomplicated attachment of the 2-point bracing 

enables the cost-effective implementation of outlet heights 

required in accordance with 1. BimSchV §19 or VDI 3781-4. 

Advantages: 

✓ Max. distance between last bracket and bracing 

clamp 3m 

✓ Total height up to 5.5 m  

✓ Statically tested design 

✓ Suitable for all wind load zones 

✓ Bracing rods available in 2/3/4 m and infinitely 

adjustable  

✓ Quick and easy assembly in the usual durable 

Jeremias quality 
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3. APPLICATION RANGE 

For the selection of a suitable statically tested 2-point 

bracing, the wind load zone, the length of the bracing rods 

and the outer diameter of the double-walled exhaust 

system must be taken into account. 

 

The wind load zones can be taken from the map shown or 

viewed by scanning the QR code for individual 

regions. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

4. MONTAGE DER ABSPANNUNG 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

  
 
Design 
2 -Point bracing 

1 + 2 3 + 4 

Outer diameter  
double wall 
chimney 
system 

max. length of 
the guy rods 

Ø  guy rods 

 

≤ 265 mm up to 4 m 
Ø17,1x1,5mm /  

Ø20x-1mm 
  

≤ 465 mm up to 4 m 
Ø38,2x2mm / 
Ø42,4x2mm 

  

1. Fastening to the roof by using the roof hooks 

ZUDA1070. 

2. Position the clamp directly at the element joint. 

Tension the rods at an angle of approx. 60°±5° to the 

roof surface. 

3. Adjust the telescopic rods to the required length and 

fix them with the clamp and its fastening screw. 

90° 

60° ± 5°

Quelle: 

www.dehn.de 

Wind load zone 
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5. NOTES ON STABILITY 

The max. permissible height from the last wall attachment to the 2-point guy wire is 3 m. The max. free-standing height above 

the bracing is 2.5 m. 

 

Attention: 

 
A static wall spacer is required as the last support (e.g., DW45/46/47/48 or DWECO 45/46/47/48) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Errors and technical modifications excepted. 
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4. For verifiable position securing, all telescopic rods 

must be drilled through at the intended location. 

5. The telescopic rods are friction-fit connected 

(bolted). Alternatively, a material-locking connection 

can be created by welding. 

Static wall spacer 
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