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INSTALLING INSTRUCTIONS                         

General information for the planning, installation and 

commissioning of jeremias-exhaust systems made of plastic (PP) 
 

Building regulations and standards 

All jeremias-Installing instructions deal only with specific 
systems, construction methods, exhaust systems and their 
components. These installing instructions deal only with the 
above mentioned Items. During installation of exhaust gas 
systems additional building regulations, standards and 
regulations such as DIN 18160-1, DIN 18160-5, EN 13384-
1, EN 13384-2, TRGI, state building regulations (LBO) the 
fire regulations of the countries (FeuVO) and the sample 
fire regulations (MuFeuVO) as well as the installing 
instructions for the connected heating appliances are to be 
observed. In the planning stage the construction project 
should be clarified with the concerned district chimney 
sweeper. 

 Mounting responsibilities 

The assembly is the responsibility of a professional 
specialist. 
 

 System safety 

Jeremias-exhaust systems are intended exclusively for the 
connection of condensing furnaces, CHPs, heat pumps or 
dark radiators fired with gas or oil for installation types B, 
C4 and C6, as well as their intended uses. Therefore, 
please observe the design-related applications according 
to the product classifications (see label). Another, beyond 
use is considered improper. 

 Product classification 

Note the system-related classifications, in particular the 
pressure ratings on the label: 

(Technical changes and errors are reserved) 

 

 

 

The supplied label is to be installed in the area of the 
exhaust gas inlet after installation and filled in by the 
assembling specialist company. 

Exhaust system heights above roof 

Before installation, the end cap height of the exhaust 
system above the roof must be clarified with the 
responsible district chimney sweeper. 
 

The regional requirements of the heights above roof are 
regulated in the firing regulations of the countries. In 
individual cases, further measures may be necessary. 

 Mounting rigid and flexible pipes 

 Before commissioning 

Attention: Risk of poisoning 

Check all pipe connections before using the first time! 
Leaky pipes can cause CO poisoning with mortal danger! 
All openings of the air / exhaust ducts must be closed 
before commissioning and during operation. Before 
commissioning the fireplace system, please arrange the 
final acceptance by the district chimney sweeper! 
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