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LABEL DESCRIPTION                        

Description & fill in instructions for the label 

The label and the corresponding exhaust system must be of the same system. 

The label should be located near the exhaust gas inlet e.g. to be fixed on the inside of the door of the lower 
cleaning element.  

If it is not possible to fix the label on the inside due to lack of space or because of the design of the cleaning 
opening, the labelling can also be done on the fireplace, on the back of the pipe or on the inside of the wall 
brackets.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 
                         

                           

             

              
             
             

                      
      

                                                           

1. Exhaust system name (DW-FU), Short description (Double wall system) 
  

2. Declaration of performance number (9174 001 DOP 2013-06-17) 
 

3. Product description according to EN 1856-1 
 

4. Exhaust system description (national) in Germany according to DIN V 18160-1 

                 3.     4.               5.                 6.     7.    8.    9. 

1. 

2.  
 

10.  

11. 

12. 
 

13. 

 
14. 

 
15. 
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5. Name + Address / Telephone number / Installation date is to be filled by the 

installation company 
 

6. The exhaust gas temperature depends on the corresponding exhaust gas 
temperature of the fireplace (see label on the fireplace)  

 

Example:  

Fireplace labelling of a    
Solid fuel system  

 
 
 

 
 

 
 

7. Selection of the corresponding Pressure class  
(here label e.g. DW-FU: only N1) 
The following pressure classes are possible for our different exhaust systems:  

N1 Low pressure (-40 Pa) 

P1 Over pressure (200 Pa) 

H1 Over pressure/ High pressure (5000 Pa) 

 
8. Condensate resistance of the exhaust system 

D Dry 

W Wet (Dry also possible) 

 
9. The corrosion resistance class indicates which fuel types are suitable for which 

systems (according to 5.1.5 DIN V 18160-1)  
 

10. Tick the appropriate version 
 

11. Soot fire resitance class 
G Soot fire resistance 

O Not soot fire resistance 

 
12. Material specification of the inner tube (L50060) 

L50 = the material quality of the inner pipe 
060 = the thickness of the inner pipe is 0.6 mm 

 
13. Enter classification if installed according to national regulation  

 
14. The nominal diameter of the exhaust system is entered here by the installation 

company 
 

15. The actual distance to combustible building materials must be entered by the 
installation company 
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