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Fig. 1: Grease PP-pipe end 
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INSTALLING INSTRUCTIONS 

Telescopic compensator  
for concentric system exhaust pipe 

  type TWIN-P, TWIN-P (V), TWIN-P (CU), TWIN-PL 
  Nominal diameter 60/100, 80/ 125, 100/150, 110/160  

General notes 

These installing instructions do not claim to be complete. During 
installation of exhaust gas systems additional building regulations, 
standards and regulations such as DIN V 18160-1, DIN 18160-5, EN 
13384-1, EN 13384-2, TRGI, state building regulations (LBO) the fire 
regulations of the countries (FeuVO) and the sample fire 
regulations(MFeuVO) as well as the installing instructions for the 
connected heating appliances are to be observed. In the planning 
stage the construction project should be clarified with the concerned 
district chimney sweeper. We accept no liability for damage caused 
by failure to follow these instructions. Before commissioning, the 
suitability of the exhaust system and the safe usability of the firing 
system (fireplace and exhaust system) must be certified by the 
competent district chimney sweeper. Other European countries also 
recommend obtaining local, national building codes. 
 

 Mounting responsibilities 

The installation is carried out expertly in accordance with the 
installing instructions or the applicable national regulations. In 
Germany, in particular, DIN V 18160-1 and the applicable LBO 
(state building regulations), FeuVo (Fire regulations), the relevant 
DIN standards and all other construction and safety regulations.        
The required cross section of the collecting pipe and the vertical pipe 
sections are to be determined according to DIN EN 13384 and 
checked by the executing specialized firm. Prior to installation, the 
execution of the system should be clarified with the concerned 
district chimney sweeper. 

 

 System security 

The System components are prefabricated according to the 
applicable standards, rules and the current state of the art. 
Nevertheless by commissioning of improperly connected fireplaces 
and improper operation, hazards or adverse effects to people and 
material assets can result. 
The pp-systems are intended exclusively for the connection of 
condensing appliances, CHPs, heat pumps or dark radiators fired 
with gas or oil for installation types B, C4 and C6, as well as their 
intended uses. 

• Maximum exhaust gas temperature ≤ 120°C 
• Maximum positive pressure ≤ 5.000 Pa 

Any other use is considered improper. 
Before mounting please read this installing instruction 
completely. 

 

Occupational safety and personal safety 

Always use suitable protective clothes, -goggles and –gloves when 
mounting. While working at high altitudes or on roofs, pedestal- and 
safety scaffolds are to be used. Also note the requirements of the 
construction safety association. 

  

               Mounting of exhaust system components 

The components are connected in a simple manner by plugging. 
The plug-in coupling ensures a tight and secure connection. 
Pipeline lengths between two fixed points (e.g. device connectors 
– vertical line sections, distortions, etc.) can be realized by 
shortening the internal and external lining of individual pipe 
elements on site. 
The system TWIN-PL may only be installed inside buildings! 

. 

Attention: Risk of corrosion 
Only use tools that are suitable for processing Stainless steel, 
copper and plastic. Cutting and processing tools for stainless steel 
(tin snips, cutting disc, files, Sandpaper, etc.) must not been used 
for processing of non-precious metals such as steel or galvanized 
sheet metal! 
 

            Attention: Risk of poisoning                             
Check all pipe connections! Leaky pipes 
can cause CO poisoning with mortal 
danger! All openings of the air / exhaust 
ducts must be closed before 
commissioning and during operation. 
Ensure the adequate ventilation of the 
installation room. 
 

 

               Design and notes  
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max. 2,4 m TWIN-P      
max. 2,2 m*         TWIN-P (CU) 
max. 2,0 m*         TWIN-P (V) 

* with locking bands, to install 
  from plug-in connections  
  before the last wall spacer 

Mount a wall spacer in front of and 

behind each bend. 
 

max. 4,0 m  TWIN-P / TWIN-P (V) 
max. 3,0 m  TWIN-P (CU)   
 

Mount a wall spacer in front of and 

behind each bend. 
 

First wall spacer  
maximum 1.5 m above 
the bend. 

 

 

 

Inspection pipe with 

air intake 

In case of offsets 

≥ 2 x D, an inspection  

pipe may be provided, in 

consultation with the  

authorized district chimney 

sweeper 

 

Fig. 2                               

Exhaust system with 

offset/ offsets 
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 In each line section ≥ 3 m with one or more direction changes, 

one compensator element has to be installed. 

 Compensator elements must also be installed in line sections, 

below or between the pipe tee connections, in multiple 

occupancy exhaust systems (see chapter 8) 

 In exhaust systems without direction changes, offsets and fixed 

points such as pipe tee connections, no compensators are 

necessary. 

 
 

Mounting telescopic compensator 
 

 

 

 

 

 

 

 

 

 

1. Untighten the locking band on the  

telescopic compensator and remove it upwards  

 

 

 

 

 

 

 

 

 

 
2. Push outer pipe upwards 

 

 

 

 

 

 

 

3. If necessary shorten rigid inner pipe 

 

 

 

 

 

 

 

 

 

 

4. Connect the inner pipe of the compensator with the length 

element coming from below. Apply lubricant on union 

connector 

 
 
 
 
 
 
 
 
 

 

 

 
 

5. Pull outer pipe downwards and fix the locking band 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 Example Multiple occupancy 
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Illustration of a typical compensator application at 

multiple occupied concentric outer wall exhaust 

systems TWIN-P, TWIN-P (V), TWIN-P (CU). 
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