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DESCRIPTION
Double wall, pressure-tight system made of stainless steel

MATERIAL
Inside:    L99  
Outside: 1.4301 (304)    
Others on request    

FINISHING
Highly polished
Optional: matt + 25%

WALL THICKNESS
Inside / Outside each 0.5 mm
Others on request  

INSIDE DIAMETER
130 - 600 mm
Others on request from 80 mm

INSULATION
Mineral insulation 25 mm thick 

CONNECTION
Socket / bead plug-and-socket connection with special internal
gasket and external locking band

LOCKING BAND
Included 
For an assembly without T-connection, an additional locking band
must be ordered fot the chimney top

CE MARK NUMBER
0036 CPR 9174 046

CE CLASSIFICATIONS ACC. TO DIN EN 1856-1
T120 -  P1 - W - V2 – L99050 - O00 (with EPDM gasket)
T120 -  N1 - W - V2 – L99050 - O00 (with EPDM gasket)
T200 - P1 - W - V2 – L99050 - O00 (with Silicone gasket)
T200 - N1 - W - V2 – L99050 - O00 (with Silicone gasket)

APPLICATION AREAS

• Standard heating appliances for oil and gas 

• Condensing boilers

CHARACTERISTICS

• DW-ECO 2.0 base parts are made pressure-tight by inserting a
   gasket in a molded bead

• Low-cost alternative to double wall system DW-AL 

• 70 mm wide, recessed locking band 

• Moisture resistant

CONNECTING PIPE

CE MARK NUMBER
0036 CPR 9174 053

CE CLASSIFICATIONS ACC. TO DIN EN 1856-2
T120 -  P1 - W - V2 – L99050 - O00M (with EPDM gasket)
T120 -  N1 - W - V2 – L99050 - O00M (with EPDM gasket)
T200 - P1 - W - V2 – L99050 - O00M (with Silicone gasket)
T200 - N1 - W - V2 – L99050 - O00M (with Silicone gasket)

GASKET 
The gasket supplied varies depending on the diameter (EPDM up to 120°C or silicone up to 200°C). All possible options can be found 
from the table on the next page. The prices of variants not listed in the price list are available on request.

The actual price charged for components incl. gasket may differ from the price stated here, as there may be minimal differences depen-
ding on your individual discount composition of DW discount (component) and FU discount (gasket). 

ORDER CODE 
When ordering, please replace the placeholder “ ... ” in the article code with the letter for the desired gasket 
(Standard gasket varies depending on Ø, see table).

System 
DW-ECO 2.0 AL
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•	*1 From DN350 upwards, the bracket plates must be mounted rotated by 180° contrary to the illustration! (see assembly instructions)

DESCRIPTION
Double wall, pressure-tight system made of stainless steel

MATERIAL
Inside:    L99  
Outside: 1.4301 (304)    
Others on request    

FINISHING
Highly polished
Optional: matt + 25%

WALL THICKNESS
Inside / Outside each 0.5 mm
Others on request  

INSIDE DIAMETER
130 - 600 mm
Others on request from 80 mm

INSULATION
Mineral insulation 25 mm thick 

CONNECTION
Socket / bead plug-and-socket connection with special internal
gasket and external locking band

LOCKING BAND
Included 
For an assembly without T-connection, an additional locking band
must be ordered fot the chimney top

CE MARK NUMBER
0036 CPR 9174 046

CE CLASSIFICATIONS ACC. TO DIN EN 1856-1
T120 -  P1 - W - V2 – L99050 - O00 (with EPDM gasket)
T120 -  N1 - W - V2 – L99050 - O00 (with EPDM gasket)
T200 - P1 - W - V2 – L99050 - O00 (with Silicone gasket)
T200 - N1 - W - V2 – L99050 - O00 (with Silicone gasket)

APPLICATION AREAS

• Standard heating appliances for oil and gas 

• Condensing boilers

CHARACTERISTICS

• DW-ECO 2.0 base parts are made pressure-tight by inserting a
   gasket in a molded bead

• Low-cost alternative to double wall system DW-AL 

• 70 mm wide, recessed locking band 

• Moisture resistant

CONNECTING PIPE

CE MARK NUMBER
0036 CPR 9174 053

CE CLASSIFICATIONS ACC. TO DIN EN 1856-2
T120 -  P1 - W - V2 – L99050 - O00M (with EPDM gasket)
T120 -  N1 - W - V2 – L99050 - O00M (with EPDM gasket)
T200 - P1 - W - V2 – L99050 - O00M (with Silicone gasket)
T200 - N1 - W - V2 – L99050 - O00M (with Silicone gasket)

GASKET 
The gasket supplied varies depending on the diameter (EPDM up to 120°C or silicone up to 200°C). All possible options can be found 
from the table on the next page. The prices of variants not listed in the price list are available on request.

The actual price charged for components incl. gasket may differ from the price stated here, as there may be minimal differences depen-
ding on your individual discount composition of DW discount (component) and FU discount (gasket). 

ORDER CODE 
When ordering, please replace the placeholder “ ... ” in the article code with the letter for the desired gasket 
(Standard gasket varies depending on Ø, see table).

System 
DW-ECO 2.0 AL

DW01Ø

Adjustable plates 
for wall support 50-
150mm

*1

DW02Ø

Adjustable plates 
for wall support 150-
250mm

*1

DW49Ø

Adjustable plates for 
wall support 250-
360mm

*1

DW391

Cantilevers type I 
350mm

DW392

Cantilevers type II 
500mm

DW393

Cantilevers Type III 
750mm

DW407

Cantilevers type IV 
1030mm

ZUTE1425

Water deflectors 
for wall support, 2 
pieces

ZUTE1426

Water deflectors 
for wall support, 2 
pieces

ZUTE1427

Water deflectors 
for wall support, 2 
pieces

215-DWECO-AL...03Ø

Adjustable support 
foot 190-630mm 
with side drain and 
1/2“ threaded nipple

215-DWECO-AL...04Ø

Adjustable support 
foot 190-1130mm 
with side drain and 
1/2“ threaded nipple

215-DWECO-AL...1017Ø

Adjustable support 
foot 480-1120mm 
with drain at bottom, 
1/2“ threaded nipple 
and door for conden-
sate collector

DWA251144Ø

Adjustable support 
for elbow with base 
support l=500mm

EPDM (ALBI367) Silicone (ALBI26)

Variant A B C D E F

Ø attached inserted glued-in attached inserted glued-in

130 mm x x x x x x

150 mm x x x x x x

160 mm x x x x x x

180 mm x x x x x x

200 mm x x x x x x

250 mm x x x x

300 mm x x x x

350 mm x x x x

400 mm x x x x

450 mm x x

500 mm x x

600 mm x x

POSSIBLE GASKET OPTIONS

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW01.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW02.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW49.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW391.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW392.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW393.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW407.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUTE1425.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUTE1426.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUTE1427.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/215-DWECO-ALD03.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/215-DWECO-ALD04.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA251144.pdf
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System 
DW-ECO 2.0 AL

205-DWETN-AL...57Ø

Elbow 87° with 
support

*1

DWA252803Ø

Base plate with plug-
in ring for bracket 
with support

205-DWETN-AL...05Ø

Base plate with 
condensate drain at 
the bottom and 1/2“ 
nipple

205-DWETN-AL...06Ø

Base plate with con-
densate side drain 
and 1/2“ nipple

205-DWETN-AL...07Ø

Base plate for inter-
mediate support

205-DWETN-AL...08Ø

Base plate for chim-
ney raise with round 
insert l=220mm, max. 
height from base 
plate 1,5m

DWA2509Ø

Base plate without 
drain, suitable for 
elbow with support

205-DWETN-AL...10Ø

Inspection length (up 
to 200°C/P1)

205-DWETN-AL...13Ø

Length 1000mm

205-DWETN-AL...14Ø

Length 500mm

205-DWETN-AL...15Ø

Length 250mm

DWECO21Ø

Wall bracket 50mm

DWECO22Ø

Adjustable wall 
bracket 50-150mm, 
single-braced

DWECO22Ø

Wall bracket adjus-
table 50-150mm, 
double-braced

CALCULATION OF THE MAXIMUM WALL DISTANCE OF WALL SUPPORT AND CROSS BEAM FOR THE 
SYSTEM DW-ECO 2.0 AL
Total length of 
the wall support 
350 mm

Total length of 
the wall support 
500 mm

Total length of 
the wall support 
750 mm

Total length of 
the wall support 
1030 mm

Component length (e.g. 350 mm Typ I) - 15 mm - (Ø inside + 50 mm) = max. wall 
distance

DW391 DW392 DW393 DW407
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130 155 130 305 130 555 130 835
150 135 150 285 150 535 150 815
160 125 160 275 160 525 160 805
180 105 180 255 180 505 180 785
200 85 200 235 200 485 200 765

250 185 250 435 250 715
300 135 300 385 300 665
350 85 350 335 350 615

400 285 400 565
450 235 450 515
500 185 500 465
600 85 600 365

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD57.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA252803.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD05.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD06.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD07.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD08.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA2509.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD10.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD13.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD14.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD15.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO21.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO22.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO22.pdf
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•	*1 Can be flexibly extended downwards with a length element DWA13/14/15 from system FURADO-A

DWECO23Ø

Adjustable wall 
bracket 50-250mm, 
single-braced

DWECO23Ø

Adjustable wall 
bracket 50-250mm, 
double-braced

DWECO24Ø

Adjustable wall 
bracket 250-360mm, 
single-braced

DWECO24Ø

Wall bracket adjus-
table 250-360mm, 
double-braced

DWECO20Ø

Wall and head piece 
for wall bracket, wall 
distance min 250mm

DWECO20Ø

Wall and head piece 
for wall bracket, wall 
distance min 250mm

DWECO24MGØ

Adjustable wall 
bracket with joint, 
140-300mm

DW86

Extension 30x30mm 
for TW20 l=1000mm

DW85

Extension 30x30mm 
for TW20 l=500mm

DWECO45Ø

Wall bracket static, 
50mm

DWECO46Ø

Wall bracket static, 
adjustable 50-150mm

DWECO47Ø

Wall bracket 
static, adjustable 50-
250mm

DWECO48Ø

Wall bracket 
static, adjustable 50-
360mm

205-DWETN-AL...16Ø

Elbow 15°

205-DWETN-AL...17Ø

Elbow 30°

205-DWETN-AL...18Ø

Elbow 45°

205-DWETN-AL...64Ø

Elbow 87°

205-DWETN-AL...60Ø

Elbow 90°

205-DWETN-AL...1055Ø

T-87°

205-DWETN-AL...67Ø

Elbow 87° with in-
spection door (up to 
200°C/P1)

205-DWETN-AL...19Ø

Elbow 90° with 
inspection door (up 
to 200°C/P1)

205-DWETN-AL32Ø

End cap (up to 
200°C/P1)

205-DWETN2904Ø

End pipe for DW-
ECO 2.0

DWECO31Ø

Storm collar

DWECO307Ø

Storm collar with 
edge

DWECO2856Ø

Storm collar with 
edge and spacers for 
rear ventilation

DWECO2910Ø

Storm collar fitting 
over DW-ECO lo-
cking band

DWECO81Ø

Flashing kit 5-15° 
with storm collar

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO23.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO23.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO24.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO24.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO20.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO20.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO24MG.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO45.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO46.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO47.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO48.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD16.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD17.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD18.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD64.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD60.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD67.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD19.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-AL32.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN2904.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO31.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO307.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO2856.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO2910.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO81.pdf
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DW-ECO 2.0 AL

DWECO82Ø

Flashing kit 16-25° 
with storm collar

DWECO39Ø

Flashing kit 26-35° 
with storm collar

DWECO83Ø

Flashing kit 36-45° 
with storm collar

DWECO52Ø

Flat flashing conical 
with storm collar

DWECO52ØZY

Cylindrical flat 
flashing with storm 
collar

DWECO53Ø

Flashing kit 5-15° 
lead base with storm 
collar

DWECO59Ø

Flashing kit 16-25° 
lead base with storm 
collar

DWECO38Ø

Flashing kit 26-35° 
lead base with storm 
collar, cone 150mm

DWECO54Ø

Flashing kit 36-45° 
lead base with storm 
collar

DWECO2556-1Ø

Flashing kit 5-15° 
with FastFlash plate 
elastomer black and 
storm collar

DWECO2556-2Ø

Flashing kit 5-15° 
with FastFlash plate 
elastomer red and 
storm collar

DWECO2556-3Ø

Flashing kit 5-15° 
with FastFlash plate 
elastomer grey and 
storm collar

DWECO2558-1Ø

Flashing kit 16-25° 
with FastFlash plate 
elastomer collar 
black and storm 
collar

DWECO2558-2Ø

Flashing kit 16-25° 
with FastFlash plate 
elastomer collar red 
and storm collar

DWECO2558-3Ø

Flashing kit 16-35° 
with FastFlash plate 
elastomer collar grey 
and storm collar

DWECO2557-1Ø

Flashing kit 26-35° 
with FastFlash plate 
elastomer collar 
black and storm 
collar

DWECO2557-2Ø

Flashing kit 26-35° 
with FastFlash plate 
elastomer collar red 
and storm collar

DWECO2557-3Ø

Flashing kit 26-35° 
with FastFlash plate 
elastomer collar grey 
and storm collar

DWECO2551-1Ø

Flashing kit 36-45° 
with FastFlash plate 
elastomer black and 
storm collar

DWECO2551-2Ø

Flashing kit 36-45° 
with FastFlash plate 
elastomer red and 
storm collar

DWECO2551-3Ø

Flashing kit 36-45° 
with FastFlash plate 
elastomer grey and 
storm collar

ZUAC2700

Flashing kit (Silico-
ne) incl. screws and 
sealing compound, 
for metal roof, outer 
Ø 150-300mm (up to 
400°C)

ZUAC2701

Flashing kit (Silico-
ne) incl. screws and 
sealing compound, 
for fibre cement 
corrugated roof, outer 
Ø 150-300mm (up to 
400°C)

DWECO70Ø

Ceiling plate 0° one-
piece

DWECO71Ø

Ceiling plate 1-65° 
one-piece

*1

DWECO74Ø

Ceiling plate 0° two-
piece

DWECO75Ø

Ceiling plate 1-65° 
two-piece

*1

DWECO70HLØ

Ventilated ceiling 
plate, 0°, one-piece

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO82.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO39.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO83.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO52.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO52ZY.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO53.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO59.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO38.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO54.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2700.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2701.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO70.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO71.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO74.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO75.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO70HL.pdf
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•	*1 For wall/ceiling panels, please state the number in °.

DWECO71HLØ

Ventilated ceiling 
plate, 1-65°, one-
piece

*1

DWECO74HLØ

Ventilated split 
ceiling plate 0°, two-
piece

DWECO75HLØ

Ventilated split 
ceiling plate 1-65°, 
two-piece

*1

DWECO99VØ

Ceiling plate 0-30° 
two-piece

DWECO98VØ

Ceiling plate 31-45° 
two-piece

DWECO99VHLØ

Ventilated split 
ceiling plate 0-30°, 
two-piece

DWECO98VHLØ

Ventilated split 
ceiling plate 31-45°, 
two-piece

205-DWETN-AL...37Ø

Adaptor EW/DW-
ECO-AL

205-DWETN-AL...37MØ

Adaptor EW-ALBI/
DW-ECO-AL

205-DWETN-AL...37AMØ

Adaptor DW-ECO-
AL/EW-ALBI with 
female socket

750ADK1/2

Closing cap plastic 
for drain 1/2“ (up to 
200°C)

DWECO989Ø

Locking band

205-DWETN-AL...51Ø

Length 250mm with 
test point, 1/2” fema-
le socket and screw

205-DWETN-AL...1494Ø

Drain length 250mm 
for horizontal and 
vertical installation, 
1/2“ threaded nipple

750FITTINGV-22

Plug-in sleeve 
Ø22mm suitable 
for ZUAC2300, 
ZUAC2301, 
ZUAC2302, 
ZUAC2303 and 
ZUTE1904

750FITTINGÜ-22 1/2

Fitting 1/2“ with inner 
thread 1/2“ suita-
ble for ZUAC2300, 
ZUAC2301, 
ZUAC2302, 
ZUAC2303 and 
ZUTE1904

ZUAC2300

Siphon to the centric 
P1/M1

ZUAC2301

Siphon to the right 
P1/M1

ZUAC2302

Siphon to the left 
P1/M1

ZUAC2303

Trompet siphon with 
200mm water trap 
height incl. 1/2“ fe-
male socket P1/M1

205-DWETN-AL...294Ø

Inspection length 
with door for ho-
rizontal use (up to 
200°C/P1)

205-DWETN-AL...50Ø

Adjustable length 
for connection line 
320-460mm (up to 
200°C/P1)

ALBI26Ø

Gasket silicone up to 
200°C

ALBI367Ø

Gasket EPDM 120°C

DWECO55Ø

Adjustable rafter bra-
cket, 500-900mm

DWECO55LØ

Light rafter bracket

DWECO42Ø

3-point guy wire 
bracket

DWECO1057Ø

2-point guy wire 
bracket

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO71HL.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO74HL.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO75HL.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO99V.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO98V.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO99VHL.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO98VHL.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD37.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD37M.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD37AM.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/750ADK12.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO989.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD51.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD1494.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/750FITTINGV-22.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/750FITTINGU-22.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2300.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2301.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2302.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2303.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD294.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/205-DWETN-ALD50.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI26.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI367.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO55.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO55L.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO42.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO1057.pdf
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System 
DW-ECO 2.0 AL

KEEW237

Mounting set for 
3-point guy wire bra-
cket (galvanised)

KEEW242

Anchor cable (galva-
nised)

ZUDA1069

Folding clamp for 
2-point guy wire 
bracket

ZUDA1070

Roof hook for 
mounting guy wire 
brackets, 2 pieces

DWECO1057Ø

2-point guy wire 
bracket

ZUDA904-2000

Anchor tubes ad-
justable up to 2m, 2 
rods Ø17.1x1.5mm/
Ø20x1mm (for wind 
load zones 1+2, up to 
Ø200mm)

ZUDA1678-2000

Anchor tubes ad-
justable up to 2m, 2 
rods Ø38.2x2mm/
Ø42.4x2mm (for all 
wind load zones)

ZUDA904-3000

Anchor tubes ad-
justable up to 3m, 2 
rods Ø17.1x1.5mm/
Ø20x1mm (for wind 
load zones 1+2, up to 
Ø200mm)

ZUDA1678-3000

Anchor tubes ad-
justable up to 3m, 2 
rods Ø38.2x2mm/
Ø42.4x2mm (for all 
wind load zones)

ZUDA904-4000

Anchor tubes ad-
justable up to 4m, 
consisting of 2x3 
interlocking pipes (for 
wind load zone 1+2, up 
to Ø200mm)

ZUDA1678-4000

Anchor tubes ad-
justable up to 4m, 
consisting of 2x3 in-
terlocking pipes (for 
all wind load zones)

ZUTE1334Ø

Stainless steel can-
tilever with sliding 
static wall bracket

*1

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KEEW237.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KEEW242.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUDA1069.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUDA1070.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO1057.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUDA904-2000.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUDA1678-2000.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUDA904-3000.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUDA1678-3000.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUDA904-4000.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUDA1678-4000.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUTE1334.pdf

