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System 
EW-ALBI

CE MARK NUMBER
0036 CPD 9174 016 (AL-B)
0036 CPR 9174 012 (ALBI)

CE CLASSIFICATIONS ACC. TO DIN EN 1856 - 1
EW-AL-B (external gasket)
T200 - P1 - W - V2 - L50060 - O00                
T200 - N1 - W - V2 - L50060 - O00 
EW-ALBI (internal gasket)
with EPDM gasket:  
T120 - P1 - W - V2 - L50060 - O00             
T120 - N1 - W - V2 - L50060 - O00 
with silicone gasket:
T200 - P1 - W - V2 - L50060 - O00
T200 - N1 - W - V2 - L50060 - O00

CHARACTERISTICS

• Pressure-tight
 
• Moisture resistant 

• Lightweight material for fast assembly and simple offset 

• Optional fixing with locking bands

• Large variety of systems and extensive range of accessories

CONNECTING PIPE

CE MARK NUMBER
0036 CPR 9174 052

CE CLASSIFICATIONS ACC. TO DIN EN 1856 - 2
with EPDM gasket:   
T120 - P1 - W - V2 - L50060 - O50M 
T120 - N1 - W - V2 - L50060 - O50M 
with silicone gasket:
T200 - P1 - W - V2 - L50060 - O50M
T200 - N1 - W - V2 - L50060 - O50M

APPLICATION AREAS

• Standard heating appliances for oil and gas
 
• Condensing boilers

DESCRIPTION
Single wall, pressure-tight flue gas system for condensing boilers 
with internal gasket

MATERIAL
1.4404 (316L) / 1.4571 (316Ti)
Others on request

FINISHING
Matt

WALL THICKNESS
0.6 mm
Others on request: 0.8mm (+30%), 1.0mm

INSIDE DIAMETER
80 - 600  mm
Others on request up to 1200 mm

INSULATION
Insulating shells available as an option 

CONNECTION
Socket / bead with internal special gasket, when used as a  
connection pipe a locking band is needed

GASKET
The supplied gasket varies depending on the diameter  
(EPDM up to 120 °C or silicone up to 200 °C). All possible options 
can be found in the table on the next page. The prices of the vari-
ants not listed in the price list are available upon request.

ORDER CODE
When ordering, please replace the placeholder “ ... ” in the article 
code with the letter for the desired gesket 
(Standard gasket varies depending on Ø, see table).

System
EW-ALBI
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•	*1 Can be flexibly extended downwards with length elements

•	*2 Extension of the sliding nozzle. Price per cm

POSSIBLE GASKET OPTIONS

ALBI06...06Ø

Elbow 87° with 
support

*1

FU422

Support rail 
l=350mm

FU422B

Support rail 
l=500mm

FU422C

Support rail 
l=700mm

ALBI06...30Ø

Inspection length 
with round opening 
(up to 200°C/ P1)

FU0960

Stainless steel chim-
ney door 210x140mm 
with with adj. nozzle 
and 60mm straight 
insert, incl. door key

*2

FU1060

Stainless steel 
chimney door 
300x150mm with 
inclined insert 60mm, 
incl. door key

*2

FU5160

Stainless steel 
chimney door with 
ventilation grid 
210x140mm and 
insert 60mm

*2

FU116060

Stainless steel 
chimney door 
300x200mm with 
inclined insert 60mm, 
incl. door key

*2

FU40Ø

Mounting bracket

ALBI06...02Ø

Length 1000mm

ALBI06...03Ø

Length 500mm

ALBI06...04Ø

Length 250mm

ALBI06...05Ø

Length 1000mm with 
2 lowering loops

EPDM (ALBI367) Silicone (ALBI26)

Optionsn A B C D E F

Ø attached inserted glued-in attached inserted glued-in

080 mm x x x x x x

100 mm x x x x x x

115 mm x x x x x x

120 mm x x x x x x

130 mm x x x x x x

140 mm x x x x x x

150 mm x x x x x x

160 mm x x x x x x

180 mm x x x x x x

200 mm x x x x x x

225 mm x x x

250 mm x x x x

300 mm x x x x

350 mm x x x x

400 mm x x x x

450 mm x x

500 mm x x

600 mm x x

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D06.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU422.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU422B.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU422C.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D30.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU0960.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU1060.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU5160.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU116060.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU40.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D02.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D03.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D04.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D05.pdf
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ALBI06...2438Ø

Length 1000mm 
double female socket

ALBI06...70Ø

Length 1000mm with 
mounting bracket

ALBI06…2770Ø

Elbow 87° with 
inspection door 90° 
radially offset (up to 
200°C/P1)

ALBI06…2771Ø

Elbow 87° with 
inspection door 270° 
radially offset (up to 
200°C/P1)

ALBI06…2772Ø

Elbow 87° with in-
spection door at the 
outlet socket (up to 
200°C/P1)

ALBI06...14Ø

Elbow 87° with 
inspection door and 
gasket (200°C/P1)

ALBI06...15Ø

Elbow 90° with 
inspection door and 
gasket (200°C/P1)

ALBI06…908Ø

Elbow 3°, hand 
welded

ALBI06...17Ø

Elbow 15°, hand 
welded

ALBI06...18Ø

Elbow 30°, hand 
welded

ALBI06...2231Ø

Elbow 42°, hand 
welded

ALBI06...19Ø

Elbow 45°, hand 
welded

ALBI06...22Ø

Elbow 87°, hand 
welded

ALBI06...29Ø

Elbow 90°, hand 
welded

FU25Ø

End cap with storm 
collar mat

ALBI06...113DØ

Inspection length 
l=500mm (up to 
200°C/P1)

ALBI06...114DØ

Adjustable length for 
connection line 320-
460mm with external 
gasket

ALBI06...112Ø

Length 200mm with 
test point (up to 
200°C/P1)

ALBI06...111Ø

Length 200mm with 
drain for horizontal 
installation and 1/2“ 
nozzle

ALBI06...21DØ

Adjustable elbow 
0-45° with external 
gasket

ALBI06...101DØ

Adjustable elbow 
0-90° with external 
gasket

ALBI06...102DØ

Adjustable elbow 
0-90° with inspec-
tion door, internal 
and external gasket 
(up to 200°C/P1)

ALBI26Ø

Gasket silicone up to 
200°C

ALBI367Ø

Gasket EPDM 120°C

DS3Ø

Sealing set external 
(3 sealing rings made 
of Viton)

AL45VØ

Universal sealing set 
for boiler outlet and 
butt joint with gasket 
and external locking 
band

FU45Ø

Locking band

ALBI31Ø

Cover with clamping 
mechanism

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D2438.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D70.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D2770.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D2771.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D2772.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D14.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D15.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D908.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D17.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D18.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D2231.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D19.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D22.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D29.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU25.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D113D.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D114D.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D112.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D111.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D21D.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D102D.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI26.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI367.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DS3.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/AL45V.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU45.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI31.pdf
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ALBI31Ø

Cover with clamping 
mechanism

2B2-ZUAC980Ø

Cover with clamping 
mechanism for FU50

ALBI31AØ

Door with test point

ALBI31AØ

Door with test point

ALBI60

Silicone (up to 
400°C)

750GLEIOVT

Lubricant tube 75 ml, 
chloride free

ALBI21

Ventilation grille 
200x200mm

750FITTINGÜ-22 1/2

Fitting 1/2“ with inner 
thread 1/2“ suita-
ble for ZUAC2300, 
ZUAC2301, 
ZUAC2302, 
ZUAC2303 and 
ZUTE1904

750FITTINGV-22

Plug-in sleeve 
Ø22mm suitable 
for ZUAC2300, 
ZUAC2301, 
ZUAC2302, 
ZUAC2303 and 
ZUTE1904

ZUAC2300

Siphon to the centric 
P1/M1

ZUAC2301

Siphon to the right 
P1/M1

ZUAC2302

Siphon to the left 
P1/M1

ZUAC2303

Trompet siphon with 
200mm water trap 
height incl. 1/2“ fe-
male socket P1/M1

ZUAC2781Ø

Force connection 
sleeve suitable up to 
120°C

ALBI06...88Ø

Transition from PPS 
to ALBI with female 
socket

ALBI06...88ØØ

Transition from PPS 
(A) to ALBI female 
socket (B)

ALBIE…ØØEX

Eccentric Increaser

ALBIE...ØØ

Increaser

ALBIR...ØØ

Decreaser

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI31.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/2B2-ZUAC980.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI31A.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI31A.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI21.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/750FITTINGU-22.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/750FITTINGV-22.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2300.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2301.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2302.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2303.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ZUAC2781.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI0688.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI0688.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBIEDEX.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBIED.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBIRD.pdf

