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DESCRIPTION
Shaft system consisting of calcium silicate fire protection panels
with Jeremias liners EW-KL, EW-ALBI, EW-PPS, EW-PP-FLEX,
EW-FU for decorative gas fireplaces or TWIN-GAS,
depending on the exhaust gas temperature with 25 mm insulating
shells. Possible execution over the roof with shaft and cladding.
Alternative
Assembly shaft for installing CE-certified liners

MATERIAL
Calcium silicate fire protection panels

WALL THICKNESS
50 mm 

INTERIOR SHAFT DIMENSIONS
140 x 140 mm to 360 x 360 mm
Others available on request up to 1250 x 1250 mm

INSULATION
up to 160°C exhaust gas temperature without insulation
from 160°C exhaust gas temperature min. 25 mm insulation shells
EW-FU for decorative gas fireplaces and TWIN-GAS without 
insulation

ANGULAR GAP
up to 160°C at least 20 mm between the inner pipe and the inside
of the shaft
from 160°C at least 20 mm between the insulation and the inside
of the shaft
up to 600°C between inner pipe and shaft interior min. 40 mm 
(EW-FU for decorative gas fireplaces) 
up to 600°C between outer pipe and shaft interior min. 10 mm 
(TWIN-GAS)

ORDER CODE
The article code for nesting elements results from: 
LS + internal dimensions + article code (e.g.: LS140x140-17)

LICENSE NUMBER
Z - 7.4 - 3483

APPLICATION AREAS

• Standard fireplaces for oil and gas

• New construction and renovation

• Condensing boilers

• CHP and combustion engines

• Gas-powered heat pumps

• Fuel cells

CHARACTERISTICS

• Extremely good insulation properties

• Easy to handle and assemble due to low weight

• Secure connection technology with tongue and groove joints

• Various liner solutions and shaft cladding meet all requirements 

• Minimum clearance to flammable components 

• 25 m installation height of the shaft without intermediate
   support

• Static set for installation heights up to 3 m above roof

System 
FURADO-A

CLASSIFICATIONS TO DIN 18160-1
T120 - N1 / P1 / M1 / H1 - W - 2 - Oxx - LA90
T160 - N1 / P1 / M1 / H1 - W - 2 - Oxx - LA90
T200 - N1 / P1 / M1 / H1 - W - 2 - Oxx - LA901

T400 - N1 / P1 / M1 / H1 - W - 2 - Oxx - LA901

T600 - N1 / P1 / M1 / H1 - W - 2 - Oxx - LA901

1 with 25 mm insulation
xx= The distances to combustible components depend on the Ø,
see DIBt approval

Please see our application note on www.jeremias.de/en
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DESCRIPTION
Shaft system consisting of calcium silicate fire protection panels
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EW-FU for decorative gas fireplaces or TWIN-GAS,
depending on the exhaust gas temperature with 25 mm insulating
shells. Possible execution over the roof with shaft and cladding.
Alternative
Assembly shaft for installing CE-certified liners
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140 x 140 mm to 360 x 360 mm
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INSULATION
up to 160°C exhaust gas temperature without insulation
from 160°C exhaust gas temperature min. 25 mm insulation shells
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(EW-FU for decorative gas fireplaces) 
up to 600°C between outer pipe and shaft interior min. 10 mm 
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• CHP and combustion engines

• Gas-powered heat pumps
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CHARACTERISTICS

• Extremely good insulation properties

• Easy to handle and assemble due to low weight

• Secure connection technology with tongue and groove joints

• Various liner solutions and shaft cladding meet all requirements 

• Minimum clearance to flammable components 

• 25 m installation height of the shaft without intermediate
   support

• Static set for installation heights up to 3 m above roof

System 
FURADO-A

CLASSIFICATIONS TO DIN 18160-1
T120 - N1 / P1 / M1 / H1 - W - 2 - Oxx - LA90
T160 - N1 / P1 / M1 / H1 - W - 2 - Oxx - LA90
T200 - N1 / P1 / M1 / H1 - W - 2 - Oxx - LA901

T400 - N1 / P1 / M1 / H1 - W - 2 - Oxx - LA901

T600 - N1 / P1 / M1 / H1 - W - 2 - Oxx - LA901

1 with 25 mm insulation
xx= The distances to combustible components depend on the Ø,
see DIBt approval

Please see our application note on www.jeremias.de/en

*For components, see page 168

*For components, see page 169

System variant with shaft above roof, dependent / independent of room air

Inner pipe 
Nominal diameter up to 

outside inside Stainless steel PPS
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240 x 240 140 x 140 Ø 080 Ø 060/080

260 x 260 160 x 160 Ø 100 Ø 100

290 x 290 190 x 190 Ø 130 Ø 110/125

310 x 310 210 x 210 Ø 150 -

330 x 330 230 x 230 Ø 160 Ø 160

340 x 340 240 x 240 Ø 180 -

360 x 360 260 x 260 Ø 200 Ø 200

390 x 390 290 x 290 Ø 225 -

410 x 410 310 x 310 Ø 250 Ø 250

System variant with terminal above the roof independent of room air

Inner pipe 
Nominal diameter up to bis

Outer pipe 
Nominal diameter up to

outside inside Stainless steel PPS DW-ECO 2.0*

240 x 240 140 x 140 Ø 080 Ø 060/080 Ø 130
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260 x 260 160 x 160 Ø 100 Ø 100 Ø 150

290 x 290 190 x 190 Ø 130 Ø 110/125 Ø 180

310 x 310 210 x 210 Ø 150 - Ø 200

330 x 330 230 x 230 Ø 160 Ø 160 Ø 210

340 x 340 240 x 240 Ø 180 - Ø 230

360 x 360 260 x 260 Ø 200 Ø 200 Ø 250

410 x 410 310 x 310 Ø 250 Ø 250 Ø 300

System variant with terminal above roof, room air dependent

Inner pipe 
Nominal diameter up to

Outer pipe 
Nominal diameter up to

outside inside Stainless steel PPS DW-FU*
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260 x 260 160 x 160 Ø 080 Ø 060/080 Ø 145

260 x 260 190 x 190 Ø 100 Ø 100/110 Ø 165

290 x 290 210 x 210 Ø 115 Ø 125 Ø 180

310 x 310 210 x 210 Ø 130 - Ø 195

330 x 330 230 x 230 Ø 150 - Ø 215

340 x 340 240 x 240 Ø 160 Ø 160 Ø 225

360 x 360 260 x 260 Ø 180 - Ø 245

390 x 390 290 x 290 Ø 200 Ø 200 Ø 265

410 x 410 310 x 310 Ø 225 - Ø 290

430 x 430 330 x 330 Ø 250 Ø 250 Ø 315
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System FURADO-A
SHAFT ELEMENTS

LS69-1

Glue tube 1000g

LS...X...-1250

Base element 
500mm for conden-
sate collector with 
cutout for inspection 
door

LS...X...-1500

Base support with 
square opening for 
cleaning door and 
holes for condensate 
drain at bottom (for 
LS…x...1250)

LS...X...-04

Base length 1000mm 
loose or screwed 
together incl. ground 
plate

LS...X...-05

Base length 500mm 
with opening for 
cleaning door and 
holes for side con-
densate drain

LS...X...-1658

Base plate

LS...X...-13O

Shaft element 
1000mm loose/
screwed

LS...X...-14O

Shaft element 
500mm loose/scre-
wed

LS...X...-15O

Shaft element 
250mm loose/scre-
wed

LS...X...-13

Shaft element 
1000mm

LS...X...-14

Shaft element 
500mm

LS...X...-15

Shaft element 
250mm

LS...X...-17

Elbow 15°

LS...X...-18

Elbow 30°

LS...X...-19

Elbow 45°

LS...X...-55

Light rafter bracket 
suitable for shaft

LS1518

Universal rafter bra-
cket for shaft

LS...X...-132

Bracket 500mm incl. 
base plate, maximum 
load 190 kg

LS...X...-21

Wall bracket for 
shaft

LS...X...-822

Wall bracket 
0-100mm

LS...X...-4-1502

Metal frame for shaft 
4m with 5 brackets, 
max. overhang 2m

LS...X...-6-1502

Metal frame for shaft 
6m with 7 brackets, 
max. overhang 3m

LS1716Ø

Support plate for 
condensate tray 
FU94B with rear ven-
tilation, for shaft or 
DW-ECO 2.0 above 
roof

FU72Ø

Storm collar

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-1250.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-1500.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-4.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-5.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-1658.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-13O.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-14O.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-15O.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-13.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-14.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-15.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-17.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-18.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-19.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-55.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS1518.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-132.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-21.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-822.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-4-1502.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS-6-1502.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS1716.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU72.pdf
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System FURADO-A
EW-ALBI

www.jeremias.de/en
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Can be flexibly extended downwards with length elements

•	
*2 

Extension of the sliding nozzle. Price per cm

ALBI06...06Ø

Elbow 87° with 
support

*1

ALBI06...30Ø

Inspection length 
with round opening 
(up to 200°C/ P1)

FU0960

Stainless steel chim-
ney door 210x140mm 
with with adj. nozzle 
and 60mm straight 
insert, incl. door key

*2

FU5160

Stainless steel 
chimney door with 
ventilation grid 
210x140mm and 
insert 60mm

*2

FU40Ø

Mounting bracket

ALBI06...02Ø

Length 1000mm

ALBI06...03Ø

Length 500mm

ALBI06...04Ø

Length 250mm

ALBI06...05Ø

Length 1000mm with 
2 lowering loops

ALBI06...2438Ø

Length 1000mm 
double female socket

ALBI06...70Ø

Length 1000mm with 
mounting bracket

ALBI26Ø

Gasket silicone up to 
200°C

ALBI367Ø

Gasket EPDM 120°C

ALBI60

Silicone (up to 
400°C)

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D06.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D30.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU0960.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU5160.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU40.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D02.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D03.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D04.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D05.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D2438.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI06D70.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI26.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/ALBI367.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
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KL06Ø

Elbow 87° with 
support

*1

KL30Ø

Inspection length 
with round opening 
(up to 200°C/ P1)

KL30HTWØ

Inspection length 
with round opening 
for wet operation (up 
to 250°C/H1)

KL30HTDØ

Inspection length 
with round opening 
for dry operation (up 
to 600°C/H1)

FU0960

Stainless steel chim-
ney door 210x140mm 
with with adj. nozzle 
and 60mm straight 
insert, incl. door key

*2

FU5160

Stainless steel 
chimney door with 
ventilation grid 
210x140mm and 
insert 60mm

*2

KL0602Ø

Length 1000mm

KL0603Ø

Length 500mm

KL0604Ø

Length 250mm

KL06223Ø

Length 200mm

KL06224Ø

Length 150mm

KL0670Ø

Length 1000mm with 
mounting bracket

FU40Ø

Mounting bracket

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KL06.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KL30.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KL30HTW.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KL30HTD.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU0960.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU5160.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KL0602.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KL0603.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KL0604.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KL06223.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KL06224.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/KL0670.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU40.pdf
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Can be flexibly extended downwards with length elements

•	
*2 

Extension of the sliding nozzle. Price per cm

System FURADO-A
EW-PPS / EW-PP-FLEX

PP1767Ø

Base support for 
elbow 87° and 45°

PP1768Ø

Base support for 
elbow 87° and 45°, 
can be extended 
downwards with PP 
length

PPLS342Ø

End cap with stain-
less steel outlet pipe 
and storm collar

PPFLEX40Ø

Mounting bracket, 1 
piece

PPFLEX41Ø

Mounting bracket, 4 
pieces

130-PP30Ø

Inspection length 
with round opening 
(up to 120°C/P1)

130-PP02Ø

Length 1000mm

130-PP03Ø

Length 560mm

130-PP04Ø

Length 315mm

PPFLEX09Ø

Assembly kit 1 (2x 
fixing clamp and 1x 
sleeve)

PPFLEX02/10Ø

Flex liner 10m

PPFLEX07Ø

Adaptor PP-FLEX for 
flex pipes

FU0960

Stainless steel chim-
ney door 210x140mm 
with with adj. nozzle 
and 60mm straight 
insert, incl. door key

*2

FU5160

Stainless steel 
chimney door with 
ventilation grid 
210x140mm and 
insert 60mm

*2

130-PP17Ø

Elbow 15°

130-PP18Ø

Elbow 30°

130-PP19Ø

Elbow 45°

130-PP22Ø

Elbow 87°

130-PP23Ø

Elbow 87° with 
inspection door

130-PP26Ø

Gasket (EPDM)

750GLEIOVT

Lubricant tube 75 ml, 
chloride free

PP423

Safety temperature 
limiter 110°C

130-PP423AØ

Adaptor l=250mm 
with 1/2“ female 
socket for safety 
temperature limiter

130-PP21Ø

Cover plate for rear 
ventilation RAL 9016

PP72Ø

Storm collar for 
terminal PP342

PP126Ø

Terminal pipe 
500mm stainless 
steel, for PP342

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/PP1767.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/PP1768.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/PPLS342.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/130-PP30.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/130-PP02.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/130-PP03.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/130-PP04.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/PPFLEX07.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU0960.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/FU5160.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/130-PP18.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/130-PP19.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/130-PP22.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/130-PP23.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/130-PP423A.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/130-PP21.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/PP126.pdf
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System FURADO-A
ROOM AIR INDEPENDENT OVER ROOF

DWA25LS91Ø

Support plate 
1000mm with adap-
tor to DWA

DWA2513Ø

Length 1000mm

*1

DWA2514Ø

Length 500mm

*1

DWA2515Ø

Length 250mm

*1

DWA251755Ø

End cap with expan-
sion up to 300mm

*1

DWA25LS1766Ø

Shaft bracket

DWECO53Ø

Flashing kit 5-15° 
lead base with storm 
collar

DWECO59Ø

Flashing kit 16-25° 
lead base with storm 
collar

DWECO38Ø

Flashing kit 26-35° 
lead base with storm 
collar, cone 150mm

DWECO54Ø

Flashing kit 36-45° 
lead base with storm 
collar

DWECO52Ø

Flat flashing conical 
with storm collar

DWECO52ZYØ

Cylindrical flat 
flashing with storm 
collar

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA25LS91.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA2513.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA2514.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA2515.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA251755.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA25LS1766.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO53.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO59.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO38.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO54.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO52.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWECO52ZY.pdf
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System FURADO-A
ROOM AIR DEPENDENT OVER ROOF

www.jeremias.de/en

F
U

R
A

D
O

-A

•	
*1 

Please note measurement tables

DWALS91Ø

Support plate 
1000mm with adap-
tor DWECO2.0

DWA13Ø

Length 1000mm

*1

DWA14Ø

Length 500mm

*1

DWA15Ø

Length 250mm

*1

DWA1755Ø

End cap with expan-
sion compensation 
up to 300mm

*1

DWALS1766Ø

Shaft bracket

DW53Ø

Flashing kit 5-15° 
lead base with storm 
collar

DW59Ø

Flashing kit 16-25° 
lead base with storm 
collar

DW38Ø

Flashing kit 26-35° 
lead base with storm 
collar, cone 150mm

DW54Ø

Flashing kit 36-45° 
lead base with storm 
collar

DW52Ø

Flat flashing conical 
with storm collar

DW52ZYØ

Cylindrical flat 
flashing with storm 
collar

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWALS91.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA13.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA14.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWA15.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DWALS1766.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW53.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW59.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW38.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW54.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW52.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/DW52ZY.pdf
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System FURADO
SHAFT ELEMENTS

•	
*1 

When using our lightweight shaft, it must first be treated with a primer for highly absorbent surfaces! 
Only then can the primer be applied.

sahara red

red

apple blossom

anthracite

old red

plaster

The component shown is not included in 
the scope of delivery, please order the 
chimney surround separately.

RAL4179-8MB-C626
=brusy mat

RAL8017P-C411
= gloss

RAL4798-5MB-C626
=brusy mat

RAL7016P-C411
=gloss

RAL8004M-T29
=mat

RAL9005PP-J2487
=gloss

RAL8016P-C411
=gloss

RAL9011MB-C626
=brusy mat

RAL1015PP-J2197
=gloss

RAL9010M-T29
=mat

Plaster look

Clinker

Painted

LS100…X...-1449

Pre fabricated 
chimney housing 
FURADO 1000mm

LS150…X...-1449

Pre fabricated 
chimney housing 
FURADO 1500mm

LS100...X...-1448

Pre fabricated 
chimney housing 
FURADO 1000mm

LS150...X...-1448

Pre fabricated 
chimney housing 
FURADO 1500mm

LS100...X...-1447

Pre fabricated 
chimney housing 
FURADO 1000mm

LS150...X...-1447

Pre fabricated 
chimney housing 
FURADO 1500mm

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
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•	
*1 

When using our lightweight shaft, it must first be treated with a primer for highly absorbent surfaces! 
Only then can the primer be applied.

System FURADO
CHIMNEY COVERING

System FURADO
SHAFT SEALING

LS1762-1

Frame for chimneys 
with inside dimen-
sion 140x140mm to 
210x210mm

LS1762-2

Frame for chimneys 
with inside dimen-
sion 140x140mm to 
210x210mm

ZUTE2200-NR

Shaft sealing set over 
roof, width=250mm

ZUTE2200-NR

Connecting band 
l=2.5 m for shaft 
sealing above roof

ZUTE2200-NR

Connecting band l=5 
m for shaft sealing 
above roof

ZUTE2202-ML

Primer (125 ml Tube)

*1

ZUTE2201-1

Shaft sealing for 
below roof with pla-
ster base, l=500mm, 
for shaft external 
dimension up to 
300x300mm

ZUTE2201-3

Shaft sealing for 
below roof with pla-
ster base, l=750mm, 
for shaft external 
dimension up to 
550x550mm

ZUTE2201-5

Shaft sealing for be-
low roof with plaster 
base, l=1000mm, 
for shaft external 
dimension up to 
800x800mm

https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS1762-1.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/LS1762-2.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
https://jeremias.de/fileadmin/user_upload/de_data/inhaltsseiten/zeichnung/Drawing_not_available.pdf
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System FURADO-A
PACKAGE 1 

Shaftelement 1000 mm loose/screwed
LS...x...-13O

Base support for elbow 87° and 45° 
PP1767

Head cover with stainless steel muzzle
tube and weather collar
PPLS-342

Mounting bracket, 1 Piece
PPFLEX40

Length element 1015 mm
PP02

Mounting bracket, 1 Piece
PPFLEX40

Length element 1015 mm
PP02

Stainless steel chimney door 300x150mm with 
inclined insert 60mm, incl. door key
FU0960

Inspection length
PP30

Adaptor for TWIN-PL incl 130-PP04
PP1760

Shaftelement 1000 mm loose/screwed
LS...x...-13O

Shaftelement 1000 mm loose/screwed
LS...x...-13O

Length element 500 mm
PP03

Shaftelement 500 mm loose/screwed
LS...x...-14O

Elbow 87°
PP22
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System FURADO-A
PACKAGE 2

Head cover with stainless steel muzzle
tube and weather collar
PPLS-342

End cap with expansion up to 300mm
DWA251755

Flashing kit 36-45° lead base with storm collar

DWECO54

Shaftelement 1000 mm loose/screwed
LS...x...-13O

Support plate
LS1716

Base length 1000mm loose or screwed together incl. 
ground plate
LS...x...-04

Stainless steel chimney door 210x140mm with with 
adj. nozzle and 60mm straight insert, incl. door key
FU0960

Inspection length
PP30

Length element 1015 mm
PP02

Shaftelement 1000 mm loose/screwed
LS...x...-13O

Base support for elbow 87° and 45° 
PP1767

Adaptor for TWIN-PL incl 130-PP04
PP1760

Mounting bracket, 1 Piece
PPFLEX40

Locking band
DW41

Locking band
DW41

Length element 1000 mm
DWA2513

Light rafter bracket
LS...x...-55

Anchor plate 1000mm with adaptor to DWA25
DWA25LS91

Mounting bracket, 1 Piece
PPFLEX40

Elbow 87°
PP22

Length element 1015 mm
PP02

Length element 1015 mm
PP02
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System FURADO-A
PACKAGE 3 

Support plate
LS1716

Inspection length inkl. ALBI31
ALBI06...30

Base length 1000mm loose or screwed together incl. 
ground plate
LS...x...-04

Stainless steel chimney door 210x140mm with with 
adj. nozzle and 60mm straight insert, incl. door key
FU0960

End cap with expansion up to 300mm
DWA1755

Length element 1000 mm 
DWA13

Flashing kit 36-45° lead base with storm collar

DW54

Shaftelement 1000 mm loose/screwed
LS60...x...-13O

Length element 1000 mm
ALBI06...02 mit ALBI26 oder ALBI367

Locking band
DW41

Locking band
DW41

Light rafter bracket
LS...x...-55

Anchor plate 1000mm with adaptor to DWA25
DWALS91

Elbow 87° with support 
ALBI06...06

Shaftelement 1000 mm loose/screwed
LS...x...-13O

Mounting bracket
FU40

Mounting bracket
FU40

Length element 1000 mm
ALBI06...02 mit ALBI26 oder ALBI367

Shaftelement 1000 mm loose/screwed
LS...x...-13O

Length element 1000 mm
ALBI06...02 mit ALBI26 oder ALBI367


